# ALTERA Cyclone IV Development & Education Board (DE2-115)

<table>
<thead>
<tr>
<th>SCHEMATIC</th>
<th>CONTENT</th>
<th>PAGE</th>
</tr>
</thead>
<tbody>
<tr>
<td>01 TOP</td>
<td>Cover Page, Placement, TOP</td>
<td>01 ~ 03</td>
</tr>
<tr>
<td>02 MEMORY</td>
<td>SDRAM, SRAM, FLASH, SD CARD</td>
<td>04 ~ 06</td>
</tr>
<tr>
<td>03 DISPLAY</td>
<td>LCD, LED, 7SEGMENT</td>
<td>07 ~ 08</td>
</tr>
<tr>
<td>04 IN/OUT</td>
<td>CLOCK, IrDA, PS2, RS232, BUTTON, SWITCH, HSMC, EEPROM</td>
<td>09 ~ 14</td>
</tr>
<tr>
<td>05 ETHERNET</td>
<td>88E1111</td>
<td>15 ~ 16</td>
</tr>
<tr>
<td>06 VIDEO</td>
<td>ADV7123, ADV7180</td>
<td>17 ~ 18</td>
</tr>
<tr>
<td>07 AUDIO</td>
<td>WM8731</td>
<td>19</td>
</tr>
<tr>
<td>08 USB DEVICE</td>
<td>ISP1362</td>
<td>20</td>
</tr>
<tr>
<td>09 FPGA</td>
<td>Cyclone IV EP4CE115 BANK1..BANK8, POWER, CONFIG</td>
<td>21 ~ 25</td>
</tr>
<tr>
<td>10 POWER</td>
<td>POWER 1.2V, 1.8V, 2.5V, 3.3V, 5V</td>
<td>26 ~ 27</td>
</tr>
</tbody>
</table>
The LVDS pair can be exchanged each other, don’t exchange single-ended pins with LVDS pins during PCB layout.